
Accessory of the Month 

OVERLOCKER PIPING FOOT 

This foot is used to create your own unique piping for your creative projects.  There are two sizes                  

available in the Overlocker Piping Foot being 1/8” and 3/16”.  Use piping cord up to 5mm.  When inserting 

the created piping around corners, snip the piping seam allowance in several places to increase flexibility, 

when stitching piping into your project.   This accessory has full instructions included. 
 

 

This Accessory of the Month has a bonus project using the Overlocker Piping Foot.                          

Press the below link to download the project. 
 

T H R O W  C U S H I O N  

November 2019 

All Accessories of The Month can be purchased from your local Janome Dealer >  Janome.com.au 

  Part Number   Compatible Machines 

  200 219 103 (1/8”) 

 

  AT2000D, ML744D, ML644D, 1110DX, ML544D, 8004D,  
  8002DX, ML204D, 9102D  
 

  200 220 107 (3/16”) 

   

  AT2000D, ML744D, ML644D, 1110DX, ML544D, 8004D,  
  8002DX, ML204D, 9102D  

  200 201 102 (up to 3/16”) 

  (Original O/L piping foot)  

   

  AT2000D, ML744D, ML644D, 1110DX, ML544D, 8004D,  
  8002DX, ML204D, 9102D  

http://www.janome.com.au/wp-content/uploads/2019/10/Janome-Project-for-AOTM-November-2019.pdf
http://www.janome.com.au/find-your-local-dealer/

